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An LCL filter is used between the grid and the grid converter to attenuate the
switching harmonics. The LCL filter is one of the bulkiest and heaviest compo-
nents in the grid-connected converter. The size of the LCL filter can be decreased
significantly using higher switching frequencies enabled by next generation semi-
conductors. Further size reduction can be achieved using air-forced cooling con-
ditions. This thesis presents the compact design of a converter-side inductor of
an LCL filter. The design is implemented using the area product approach. The
core material of the inductor is selected based on the highest peak flux density
within saturation and core-loss density limits. Both the fundamental and the high
frequency effects are considered to calculate the peak flux density. The winding
wire is selected based on the rms current density. The gapped core is considered
for the design and the effect of fringing flux on the inductance is studied. The
thermal modeling of the inductor is included in the design. The design method
is implemented on three different designs. The natural and the air-forced cooling
conditions are considered. The effects of the peak flux density of the material and
the effects of the cooling conditions on the size of the inductors are studied. A
prototype inductor of 350 µH is manufactured to verify the design algorithm. The
2605SA1 core material is used in the prototype inductor under air-forced cooling
condition. Analytical and experimental results are presented.
Keywords: Area product, cooling, fringing flux, grid converter, harmonic atten-
uation, inductor design, LCL filter, magnetic saturation, peak flux
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Symbols and abbreviations
Symbols
Boldface letters represent the matrices and the vectors. The magnitude of the vectors
are denoted by plain uppercase italic letters.
A Width of the core
Aag Cross-section area of the air-gap
Ac Cross-section area of the core
Aca Core open surface
Ac,eff Effective cross-sectional area of the core
Acv Convecting area of the component
Ao Dowell’s constant
Ap Area product of the inductor
Ap,cal Calculated area product of the inductor
Ar Radiating area of the component
Aw Area of the bare conductor
Awa Conductor open surface
Awc Conduction surface between the conductor and the core
Aws Winding single turn cross-section area
Aw,tot Winding total cross-section area
B Width of the window
Bpk Peak flux density
Br Remanence flux density
Bsat Saturation flux density
Bsw,pk Peak flux density due to the ripple current
B1,pk Peak flux density due to the fundamental current
C Length of the core-window
Cdc Dc-link capacitor
Cf Shunt capacitor
d Conductor diameter
do Nominal outer conductor diameter
D Height of the core
e(t) Induced electromotive force
E Electric field intensity
vii
fsw Switching frequency
F Length of the core
Ff Fringing flux factor
FR Winding ac-to-dc resistance ratio
F Magnetomotive force
hc Convection heat transfer coefficient of the material
hi Height of the inductor
H, H Magnetic field intensity
Hb Height of the bobbin
Hco Coercive field of the material
Ht Total length of the boundary layer of the component
Hv Vertical height of the component
i Applied ac current
ica, icb, icc, ic Converter-side currents
iE Induced eddy current
ig Grid-side current
Ipk Peak value of the current
Irms Rated rms current
Irp Converter ripple current
Isc Maximum short-circuit current
Isw,pk−pk Peak-to-peak ripple current
I1,pk Peak value of the fundamental current
Jm Rms current density
k Steinmetz’s equation parameter
kc Core fill factor
ki Core constant
kta Thermal conductivity of air
ktc Thermal conductivity of the core material
Ke Eddy-current loss constant
Kh Hysteresis loss constant
Ku Window utilization factor
l Total length of the magnetic path
lag Length of each air-gap
lag,t Total length of air-gap
lc Mean length of the magnetic core
li Length of inductor
lT,1 Winding length per single turn at the first layer
viii
lT,2 Winding length per single turn at the second layer
lw Total winding length
lwc Equivalent air-gap corresponding to the air space between the con-
ductor and the core
L Inductance
Lcal Calculated inductance
Lfc Converter-side inductance
Lfg Grid-side inductance
mc Mass of the core
mi Mass of the inductor
n Harmonic number
N Number of turns
Nl Number of winding layers
Nmax Maximum number of fitted turns in the core
Ntl Number of turns per layer
Ntl,1 Number of turns at the first layer
Ntl,2 Number of turns at the second layer
p Distance between the centres of two adjacent conductors
pv Core loss density
Pag Air-gap loss
Pc Total core loss
Ph Power loss due to the hysteresis effect
Pe Eddy current loss
Pmax Maximum power loss margin
Pt Total power loss
Pw Winding total loss
Pw(dc) Winding loss due to dc resistance
q Total heat transfer rate
qcd Conduction heat transfer rate
qcv Convection heat transfer rate
qr Radiation heat transfer rate
Rca Thermal resistance between the core and the ambient
Rca,cv Convection thermal resistance between the core and the ambient
Rca,r Radiation thermal resistance between the core and the ambient
Rfc Equivalent series resistance on the converter-side
Rfg Equivalent series resistance on the grid-side
Rhs,w Conduction thermal resistance of the conductor
Rth Total thermal resistance of the inductor
ix
Rwa Thermal resistance between the conductor and the ambient
Rwa,cv Convection thermal resistance between the conductor and the am-
bient
Rwa,r Radiation thermal resistance between the conductor and the ambi-
ent
Rwc Thermal resistance between the conductor surface and the core
Rwc,cd Conduction thermal resistance between the conductor surface and
the core
Rwc,r Radiation thermal resistance between the conductor surface and
the core
Rw(ac) Total winding resistance
Rw(dc) Winding dc resistance
Rag Reluctance of the air-gap
Rc Reluctance of the core
Req Total equivalent reluctance
Req,f Equivalent reluctance with the fringing effect
Rf Reluctance of the fringing flux
Ta Ambient temperature
Tc Temperature of the core surface
Ths Temperature of the hot-spot
Tmax Maximum temperature margin
Tw Temperature of the the conductor surface
uc Converter-side voltage
udc Dc-link voltage
uf Capacitor voltage
ugab, ugbc Line-to-line grid voltages
ug Grid-side voltage
v Velocity of the air
Vc Volume of the magnetic core
Vi Volume of the inductor
Vw Volume of the winding
wh Energy loss density of the core
wi Width of the inductor
wl Lamination width
Wa Window area of the core
Wcycle Energy loss over one cycle
WL Stored energy of the inductor
xα, β Steinmetz’s equation parameters
δw Skin depth of the conductor
εc Emissivity of the core surface
εw Emissivity of the conductor surface
µ0 Permeability of the free space
µeff Relative permeability of the material with gapped core
µr Relative permeability of the material
µrw Winding relative permeability
ρw Electrical resistivity of the copper wire
σ The Stefan-Boltzmann constant
φ Magnetic flux
φag Magnetic flux in the air-gap
φc Magnetic flux in the core
φf Fringing flux
ψ Magnetic flux linkage
∆T Temperature rise in the inductor
Abbreviations
FRA Frequency response analyzer
GaN Gallium nitride
iGSE Improved generalized Steinmetz equation
i2GSE Improved-improved generalized Steinmetz equation
MMF Magnetomotive force
MSE Modified Steinmetz equation
PWM Pulse-width modulation
SCR Short circuit ratio
SE Steinmetz equation
SiC Silicon carbide
SVPWM Space-vector pulse-width modulation
THD Total harmonic distortion
VSC Voltage source converter
1 Introduction
High energy prices and environmental concerns are driving the search for distributed
resources and distributed generations. Providing electricity to serve remote areas
is a challenge for existing electricity distribution networks. The rising cost and
complexity in existing electricity distribution networks have led to a search for al-
ternative distribution methods. The targets of the distribution network are reducing
the transmission and distribution losses and improved reliability of the power sup-
ply. Many of the distributed resources use renewable energies such as wind and
solar [1, 2]. Electrical energy in the form of dc can be generated from photovoltaic
and fuel cells. On the other hand, some of the distributed resources provide elec-
tricity in the form of ac.
The connection of a dc voltage source to the utility grid needs a dc/ac conversion
stage. In case of distributed ac sources, it is preferred to perform energy exchange
through an ac/dc/ac conversion stage for synchronization of the generated voltage
and frequency with the utility grid [2]. There is a high demand for active front-
end two level grid converters to interface between the utility grid and the various
sources. The most commonly used power converter is a pulse-width modulation
(PWM) voltage source converter (VSC) [1,3–5]. A characteristic of the conventional
semiconductors used in voltage source converters is that their switching frequency is
limited to 4-8 kHz. Consequently, the converter output voltage contains significant
harmonics at the switching frequency [6]. To ensure a good quality of the grid volt-
age, the switching harmonics generated by the grid-converter should be attenuated
to an acceptable level given by grid standards such as IEEE 519-2014 [7].
A low-pass power filter is often inserted between the VSC and the utility grid to
attenuate harmonic currents generated by PWM to the desirable limits. The sim-
plest structure is to use an inductor between the VSC and the utility grid [3, 4].
It has the least number of components but only 20 dB per decade attenuation. A
large inductance value is needed to meet the grid standards. A third-order LCL
filter structure is the most widely used structure [3, 4, 8–10]. The LCL filter has 60
dB per decade attenuation at high frequencies. Thus, the LCL filter can meet the
same filtering performance with smaller overall inductance value. However, due to
2the resonance, controlling might be more difficult to keep the system stable. Fur-
thermore, selecting the parameters of an LCL filter is a more complicated process
in comparison with the traditional L filters. The LLCL filter in [5] can attenuate
the switching-frequency current ripple components better than the LCL filter, but
requires an extra component.
In the grid-connected converter, the LCL filter is one of the bulkiest and heaviest
components. Furthermore, considerable losses occur in these magnetic components.
As the power rating increases, the size of the LCL filter increases. In the case of
multi-megawatt VSC, the weight of the LCL filter can reach hundreds of kilograms
as well as the cost of the filter increases [4]. Thus, the weight reduction of the LCL
filter is an even greater concern. The reduction of size and weight of the LCL filter
can be driven by cost considerations, space availability and increasing efficiency re-
quirements. One typical method to achieve a compact size of the LCL is to minimize
the stored energy of the magnetic components at the rated operating point without
exceeding the grid-current harmonic limits. The increase of the power density of
any equipment always affects the efficiency: a trade-off between volume and losses
has to be made [9]. When keeping the volume constant, lower losses occur in the
inductive components. In order to increase the power density, losses in the inductors
must be reduced.
Switching circuits, operating at high frequencies have led to substantial reductions in
size of inductive components [11,12]. Recent developments in power semiconductor
devices have improved in terms of higher current or voltage ratings. Furthermore,
lower switching and conduction losses are allowing higher switching frequencies in
the converters. The next generation semiconductors based on wide band-gap ma-
terials, such as silicon carbide (SiC) and gallium nitride (GaN) devices, can switch
with a much higher frequency than the silicon (Si) device does without causing more
switching losses [5]. Wide band-gap devices have resulted in a significant improve-
ment of the operating-voltage range for unipolar devices and of the switching speed
compared with Si power devices [13]. The freedom of increasing the switching fre-
quency is advantageous for a grid converter also, since it allows reducing the size
of the inductors of the LCL filter. Thus, the wide band-gap devices give us the
possibility to design a more compact LCL filter.
However, if higher switching frequencies are applied, the high frequency behaviour of
the inductor has to be taken into consideration. This gives us possibility to achieve
higher accuracy in meeting the existing grid standards. The equivalent resistance
of the inductor increases and the equivalent inductance decreases with frequency
due to the skin and proximity effects [14]. Moreover, the winding ac resistance in
the inductor depends on the length of the winding and also the skin and proximity
effects which increase with number of turns and layers in the coil winding [15, 16].
These frequency-dependent phenomena reduce the filtering capability of the LCL
filter due to the lower inductance at higher frequencies. Further, the damping ratio
of the resonance is increased due to the higher resistivity at higher frequencies. In
3addition, the resistance and the inductance of the inductor are material depended.
Aforementioned aspects can be considered in designing an inductor for an LCL filter
connected to the grid converter.
There are several kinds of inductor design procedures. The designs involve the steps:
core material selection, core shape and size, and winding wire selection [17,18]. Usu-
ally, the core material is selected before starting the design. However, the selection
of the core material for the design is not straightforward [19]. The area product
and the core geometry method are well-known strategies for selecting the core shape
and size [17]. The area product is defined by the product between the core window
area and the core cross-sectional area. The concept of the area product design ap-
proach is to select a proper core satisfying both the electromagnetic conditions and
the restriction of the core window area [20]. During the design process, the area
product value is calculated numerically using the magnetic and electric properties
of the inductor. Further, the area product value is computed from manufacturers
technical data-sheet about the core material. However, the core is selected based on
the obtained area product value using data-sheet that is about 10% higher than the
calculated area product value [18].
Magnetic components are optimized using the area product approach in [11,12,17,18,
20,21]. Solid single wire winding, optimum strand diameter winding, and multiple-
strand winding configurations using the area product approach are explained in [17].
High-frequency skin and proximity effects are considered in formulation of winding
losses in [12, 20]. A comparative study of pre-optimized linear and non-linear in-
ductors using the area-product formulation is presented in [21] for approximate size
prediction. On the other hand, the concept of the core geometry approach is to select
a proper core satisfying the electromagnetic conditions, the restriction of the core
window area, and the restriction of the winding loss. This method is useful to de-
sign inductors when the copper and core losses are the dominant constraint [18,22].
Designing of inductor using core geometry approach is presented in [17,18,22].
In [23], the LCL filter is optimized for a 12.5-kVA SiC grid converter using the
switching frequency of 20 kHz. Thus, the converter current through the inductor
has a fundamental component of 50 Hz and a superimposed ripple current of 20 kHz.
Both the fundamental and high frequency effects are taken into account. During
the optimization, the stored energy of the magnetic components in the filter is min-
imized. Parameter values are obtained based on the grid-current harmonic limits.
The objective of this thesis is to design a compact converter-side inductor of an LCL
filter connected to a grid converter. The design of the inductor is implemented using
the area product approach. A minimum area product is the optimization target.
The design of inductor is implemented by a single-wire winding with a gapped core
taking into account the fringing effects.
This thesis explores the compact design of a converter-side inductor of an LCL fil-
ter which leads to optimized core selection, calculation of peak flux density and
optimum wire diameter of the windings from the design specifications. The thesis
4describes the mathematical background of the area product method along with ex-
ample designs. Both the natural and air-forced cooling conditions are considered.
Various core materials are considered and the design algorithms are implemented.
Different design examples are compared. Once the physical properties of the core
and winding are established, a prototype inductor of 350 µH has been made using
the amorphous core material under forced cooling condition. Furthermore, the phe-
nomena of the prototype inductor are investigated by means of experiments.
The thesis consists of six sections. Section 2 introduces the grid-connected converter
equipped with an LCL filter. It also describes the optimization of the LCL filter and
gives the parameters of the grid-connected converter. Further, the interest behind
the design of converter-side inductor is explained in section 2. Section 3 introduces
briefly the fundamentals of the magnetic theory. In this section, a magnetic circuit
model with the effect of the air-gap fringing flux is explained. Section 4 describes
the design algorithm of the converter-side inductor using the area product method.
Section 5 presents the simulations and the experimental results and compares the
state of adjustment. Finally, section 6 gives an overview the results of the work, as
well as the further research questions.
2 Grid converter with an LCL filter
This section presents the system modelling of a grid-connected converter equipped
with an LCL filter. The LCL filter model is explained briefly with the equivalent cir-
cuit. This section describes briefly the LCL-filter design and the filter optimization.
Finally, this section provides the optimized parameters.
2.1 Grid-converter model
A grid-connected converter converts electricity from a source with an ability of syn-
chronization to interface with the utility grid. The active two-level grid-connected
converters are widely used for grid connection of renewables and in ac drives for
being able to feed braking energy back to the grid. Fig. 2.1 shows a grid-connected
converter equipped with an LCL filter. In each phase, one pair of semiconductor
switches allows the transfer of power. The switches are connected to the dc-link
capacitor Cdc. The semiconductor switches are assumed to be ideal. The dc-link
voltage is denoted by udc. The line-to-line grid voltages are denoted by ugab and
ugbc, and the converter-side currents are denoted by ica, icb, and icc. The output
voltage of the converter contains unwanted switching harmonics generated by the
PWM. An interface filter is needed to limit the current ripple and to attenuate the
switching harmonics according to the grid standards. An attractive way to attenuate
the switching harmonics is to use an LCL filter between the grid and the converter.
2.2 LCL-filter model
Fig. 2.2 shows the space-vector model of the three-phase LCL filter. The LCL
filter is composed of the inductors with the equivalent series resistance Rfc and
the inductance Lfc on the converter-side, the shunt capacitors Cf , and the inductors
with the equivalent series resistance Rfg and the inductance Lfg on the grid-side. The
capacitor resistance and the grid impedance are assumed to be zero for simplicity.
6ugab
Lfc
Cf
udc
Lfg
ugbc
ica
icb
icc
Cdc
Figure 2.1: Grid-connected converter equipped with an LCL filter.
The converter-side voltage is denoted by uc, the capacitor voltage by uf , and the
grid voltage by ug. The converter and grid-side currents are ic and ig, respectively.
ic
Lfc ig
Cf ufuc
LfgRfc Rfg
ug
Figure 2.2: Equivalent circuit of an LCL filter.
Typically, the LCL filter is modelled using constant parameter values [3, 10,24–26].
Since the losses in the filter are relatively small, particularly with higher power rat-
ings, the influences of the equivalent series resistances are neglected. However, the
equivalent series resistance increases and the inductance decreases with frequency
due to skin and proximity effects. The combination of the equivalent series resis-
tances contribute to damping.
In [23], the modified LCL filter model is presented. The skin and proximity effects
stay negligible in the low core-loss material. Moreover, the low core-loss materials
prevent overheating produced by the high converter-current ripple. Therefore, the
constant-parameter model is used in [23] on the converter-side considering the low
core-loss material. On the other hand, a laminated iron-core inductor is used on
the grid-side due to low grid-current ripple. The frequency behaviour of the grid-
side inductor is examined using a frequency-dependent lumped-parameter model.
As seen from [23], the equivalent high-frequency core model is more accurate than
the constant parameter model. The LCL filter model is evaluated by means of
simulations. The grid-side inductor is modelled with two series-connected Foster
elements. The parameter values of the Foster elements are obtained by fitting the
frequency response of the Foster elements with the analytical response. Moreover, as
7Table 2.1: Maximum odd harmonic current distortion in percent of rated current I1
for distribution systems (120 V - 69 kV) according to IEEE-519 [7]. Isc defines the
maximum short-circuit current and n defines the harmonic number. Even harmonics
are limited to 25% of the odd harmonics.
Isc/I1 3 ≤ |n| <11 11≤ |n| <17 17≤ |n| <23 23≤ |n| <35 35≤ |n| ≤ 50 THD
< 20 4.0 2.0 1.5 0.6 0.3 5.0
20<50 7 3.5 2.5 1.0 0.5 8.0
50<100 10 4.5 4.0 1.5 0.7 12.0
100<1000 12.0 5.5 5.0 2.0 1.0 15.0
>1000 15.0 7.0 6.0 2.5 1.4 20.0
can be seen from [23], the resonance is damped due to the high grid-side equivalent
series resistance at high frequencies.
2.3 LCL-filter design
The LCL filter is designed for a 12.5 kVA, 50 Hz SiC grid converter using the
switching frequency of 20 kHz. The design method considers the high-frequency
behavior of the inductors as described in [23]. The rating of the converter is as
follows: line-to-line rms voltage of 400 V, dc bus voltage of 650 V, and the rated
current of 18.30 A. The converter voltage reference is calculated based on the desired
fundamental grid current. The space-vector pulse-width modulation (SVPWM)
method is used. The modulator is assumed to operate in the linear region. The
harmonic components of the converter voltage are calculated numerically from the
time-domain voltage waveforms. Then, the harmonic components of the converter
voltage are determined by means of the discrete Fourier transform.
2.3.1 Design constraints
The LCL filter is designed to meet the harmonic distortion limits according to IEEE
519-2014. The harmonic distortion limits are shown in Table 2.1. The harmonic
distortion limits vary for different values of short circuit ratio (SCR). The SCR less
than 20 is assumed. When the SCR is below 20, the maximum allowed grid current
harmonic is 0.3% of the rated current for the harmonic numbers higher than 35.
The total harmonic distortion (THD) is kept below 5%. A conservative approach
is considered for the optimization. The converter-current THD is set below 12% in
order to limit the losses in the converter-side inductor and the converter. In the
analysis, both the positive and negative sequences are considered.
82.3.2 Optimization
The size of the LCL filter decreases if the value of the inductances decrease. The
values of inductances and capacitance of the LCL filter are varied to obtain the
optimal design. The total area product of the LCL filter is proportional to the
sum of the values of the converter-side inductance and the grid-side inductance.
Therefore, the smaller values of the inductors provide a compact LCL filter. One
typical method to achieve a compact LCL filter is to minimize the stored energy of
the magnetic components in the filter at the rated operating point [6,23]. Since, the
inductor energy is proportional to the inductor area product, a compact size can be
achieved.
2.3.3 Optimized parameters
The optimized parameter values are Lfc = 350 µH, Cf = 10 µF, and Lfg = 250
µH. A conventional filter is used in [24] with a grid-connected converter having the
switching frequency of 6 kHz. The filter parameter values are Lfc = 2.94 mH, Cf =
10 µF, and Lfg = 2.8 mH. The total inductance of the optimized LCL filter is about
10% of the total inductance of the conventional filter used in [24]. The value of the
capacitance is same as the conventional filter capacitor.
A grid converter was simulated by applying the optimized parameter values. Fig.
2.3 shows the simulated waveform of the converter current. The simulated grid
current waveform is shown in Fig. 2.4. According to the results, the peak value of
the converter current is Ipk = 28.12 A and the converter ripple current is Irp = 2.06
A. The simulated peak-to-peak ripple current is Isw,pk−pk = 4.67 A.
2.4 Converter-side inductor design
The shunt capacitor impedance can be considered to be negligible at the frequencies
at which significant harmonics exist [25]. At these frequencies, the rate of rise of
the current is limited mainly by the impedance of the converter-side inductor. It is
assumed that the peak value of the grid-current corresponds to the peak value of
the fundamental current (cf. Fig. 2.4) when an LCL filter is used [6]. In contrast,
the converter-current contains significant amount of ripple current. The peak value
of the converter-current is composed of the peak value of the fundamental current
and the peak value of ripple current [6]. The converter-side inductor has to endure
high frequency ripple current (cf. Fig. 2.3). The high frequency current ripple
causes more core losses in the converter-side inductor. Thus, the ripple current has
a great impact on the choice of the core material and the dimension of the core
in order to avoid magnetic saturation and to dissipate the heat to avoid excessive
temperature rise. In contrast, the grid-side inductor has lower loss in comparison
with the converter-side inductor. Thus, the converter-side inductor is typically a
more expensive component than the grid-side inductor. The converter-side inductor
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Figure 2.4: Simulated waveform of the grid current.
takes a large percentage of the filter total cost. Considering these cases, the design
of the converter-side inductor is emphasized.
The required inductance can be obtained from a single inductor or from multiple
smaller inductors. Since the power density of the magnetic component increases with
the rated power, a single inductor design is beneficial over multiple inductor design
in terms of the weight, volume and power loss. In this thesis, the required converter-
side inductance is obtained with a single inductor considering high frequency ripple
current and the fundamental component. In the following two sections, fundamen-
tals of magnetic theory and the inductor design procedure are introduced briefly.
3 Fundamentals of magnetic theory
The magnetic components have great significance in power electronics and other
areas of electrical engineering. These are usually the largest, heaviest and most ex-
pensive components in electrical systems. They are defined by their electromagnetic
behaviour. In this section, a brief review of the fundamental magnetic relationships
and the basic laws are discussed. Magnetic circuits are included together with exam-
ples. The analogies between electric and magnetic circuits are presented. Hysteresis
and basic properties of the magnetic materials are also discussed.
3.1 Electromagnetic laws and relationships
Ampere’s law, Faraday’s law, Lenz’s law, and Gauss’s law are the basis of the
magnetic circuit analysis. These are the laws that are useful in the design of magnetic
components, such as an inductor and transformer.
An inductor with N turns which is carrying an ac current i produces the MMF (cf.
Fig. 3.1(a)). The MMF is the source in magnetic circuits. The MMF forces the
magnetic flux φ to flow in the magnetic circuit. The magnetic field intensity H is
defined as the MMF per unit length. According to Ampere’s law, the integral of
magnetic field intensity H around a closed path l is equal to the total current i
enclosed by that path and passing through the interior of the closed path bounding
the surface [17,27]. Ampere’s law can be written as
˛
l
H · dl = Ni (3.1)
The amount of the magnetic flux φ passing through a surface Ac is determined by
the surface integral of the magnetic flux density [17]. The magnetic flux density
B is the magnetic flux per unit area. If the magnetic flux density is uniform and
perpendicular to surface Ac, then the amount of magnetic flux passing through the
surface is calculated from
φ = BAc (3.2)
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Figure 3.1: Magnetic circuit: (a) an inductor composed of a core with an air gap
and winding [17]; (b) equivalent magnetic circuit.
The relationship between the magnetic flux density B and the magnetic field inten-
sity H is given by
B = µH = µ0µrH (3.3)
where, µ0 is the permeability of free space, and µr is the relative permeability of the
material. The permeability is the measure of the ability of a material to conduct
magnetic flux. High permeability materials produce large magnetic flux density with
a small current. The peak magnetic flux density Bpk, which consists of all current
components, should be lower than the saturation flux density Bsat of the magnetic
material, Bpk ≤ Bsat. [17]
The sum of the flux enclosed by each turn of the wire wound around the core is
defined as the magnetic flux linkage [17]. For uniform magnetic flux density, the
magnetic flux linkage is the magnetic flux φ linking N turns. For an inductor with
core cross sectional area of Ac, length of l, the flux linkage can be defined as
ψ = Nφ = NAcB = NAcµH =
µAcN
2i
l
(3.4)
Faraday’s law states that the integral of the electric field intensity E around a closed
loop l is equal to the rate of change of the magnetic flux that crosses the surface
enclosed by the loop [27,28]. Faraday’s law can be described in differential form as
e(t) = −N dφ(t)
dt
(3.5)
The negative sign indicates that the current flow in the external circuit will create
an opposing magnetic field. When the magnetic flux φ(t) links each turn of the coil
12
Figure 3.2: Illustration of Lenz’s law.
with N turns, the induced electromotive force e(t) in the coil is proportional to the
rate of change of the magnetic flux that links the coil [28].
According to Lenz’s law, the voltage e(t) generated by an applied time varying
magnetic flux φa(t) has such a direction that induces current iE(t) in the closed loop,
which in turn induces a magnetic flux φi(t) that tends to oppose the changes in the
applied magnetic flux φa(t) [17]. The induced currents iE(t) flowing in the closed
loop are called eddy currents, as illustrated in Fig. 3.2. In winding conductors and
magnetic cores, the effects of the eddy currents are nonuniform current distribution,
increased effective resistance, increased power loss, and reduced internal inductance.
Gauss’s law for magnetic circuit states that the total flux entering the volume is
exactly equal to the total flux coming out of the volume for any closed surface [17,27].
According to the law, the net magnetic flux through any closed surface is always
zero ˛
S
B · dS = 0 ⇒
n∑
i=1
φi = 0 (3.6)
Considering Fig. 3.1(a), the application of Gauss’s law for a closed surface crossing
the core and the air-gap and including the total transition surface between them,
provides the expression
ˆ
Bc · dS+
ˆ
Bag · dS = 0 (3.7)
3.2 Magnetic circuits
Fig. 3.1(a) shows a coil with N turns wound on a magnetic core of mean length lc,
air-gap length lag, and core cross-section area of Ac. The equivalent magnetic circuit
is given in Fig. 3.1(b).
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3.2.1 Reluctance
The reluctance R is the resistance of the medium to the flow of the magnetic flux
φ. The reluctance of the magnetic circuit is directly proportional to the length of
the magnetic path and inversely proportional to the cross-section area. This is the
analogy with resistance in an electrical circuit. The reluctance of the core Rc, and
the reluctance of the air-gap Rag can be calculated from
Rc = lc
µAc
=
lc
µ0µrAc
(3.8)
Rag = lag
µAag
=
lag
µ0Aag
(3.9)
where Ac and Aag are the cross-section area of the core and the air-gap, respectively.
Moreover, the reluctance is related to the relative permeability µr of the material.
The relative permeability is a non-linear function of the applied magnetic field in-
tensity in the magnetic materials. However, since the air-gap is introduced in the
magnetic circuit, it provides increased equivalent reluctance. The total equivalent
reluctance Req of the circuit can be expressed as
Req = Rc +Rag = lc
µ0µrAc
+
lag
µ0Aag
(3.10)
3.2.2 Magnetic flux continuity
From the application of Ampere’s law, the sum of the MMF around a closed magnetic
loop is zero ∑
F = 0,
∑
Fsource =
∑
Fdrop (3.11)
Fdrop of the magnetic circuit shown in Fig. 3.1(a) is Hclc + Haglag. Considering,
(3.2), (3.3), and (3.10), Fdrop of the magnetic circuit becomes
Fdrop = φcRc + φagRag (3.12)
Here, Fsource of the magnetic circuit is Ni. The magnetomotive forces of the circuit
can be expressed as
Ni = Hclc +Haglag = φcRc + φagRag (3.13)
Further, it is assumed that the magnetic flux φc of the core is equal to the magnetic
flux φag of the air-gap. Substituting, φc = φag = φ, (3.13) can be written as
F = Ni = φcRc + φagRag = φ(Rc +Rag) (3.14)
Equations (3.7) and (3.14) are valid only for small air gaps (fringing flux neglected).
At larger air gaps, the flux tends to the outside.
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3.3 Inductance
An inductor is a two-terminal passive device that is able to store magnetic field and
energy in this magnetic field. The inductance depends on (i) winding geometry (ii)
core and bobbin geometry (iii) permeability of the core material and (iv) frequency
[17]. The following methods can be used to determine the inductance.
Magnetic flux linkage method
The inductance for linear and non-linear inductors is defined as the ratio of the
magnetic flux linkage ψ to the ac current i producing the flux linkage
L =
ψ
i
(3.15)
The total inductance of an inductor has two components: an external inductance
Lext and an internal inductance Lint
L = Lext + Lint =
ψext
i
+
ψint
i
(3.16)
External magnetic energy stored in the magnetic field outside the conductor pro-
duces the external inductance. External inductance is independent of frequency.
The internal inductance is due to the internal magnetic energy stored in the mag-
netic field inside the conductor. Internal inductance depends on the frequency. The
magnetic field intensity H inside the conductor is a function of frequency due to
skin effect. The internal inductance usually decreases with frequency [17].
Reluctance method
The inductance of an inductor can be determined using the total number of turns
N and the reluctance R of the magnetic circuit. The inductance of an inductor is
inversely proportional to the reluctance. Using (3.4) and (3.15), the inductance can
be calculated as
L =
N2µrµ0Ac
l
=
N2
R (3.17)
Magnetic energy method
The current flowing through the inductor generates the magnetic field where the
energy is actually stored. The energy stored by an inductor is equal to the amount
of work required to establish the current through the inductor. The stored energy
WL can be defined as
WL =
1
2
LI2pk (3.18)
This relationship is only valid for linear regions of the magnetic flux linkage and
current relationship.
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Figure 3.3: Illustration of magnetic hysteresis: (a) a magnetic core with a coil
carrying a current i [17]; (b) typical hysteresis loop and magnetization curve of the
magnetic core.
3.4 Magnetic hysteresis
A magnetic core with a coil carrying a current i shown in Fig. 3.3(a) can be con-
sidered for describing the hysteresis loop. The core material is taken through a
complete cycle of magnetization and demagnetization. The current i in the coil, the
magnetic field intensity H, and the magnetic flux density B are zero at the begin-
ning. Increasing the current slowly in the coil results the magnetic field intensity in
the core according to Ampere’s law. As the magnetic field intensity H is increased,
the flux density increases along the dashed line. Increase inH to larger values results
in non-significant increase in B, the material reaches saturation. At the saturation
point, all the atomic magnets are aligned along the direction of the applied external
field. When H is decreased, the flux does not return along the same curve. When H
reaches to zero, the core is still magnetized. The flux density at this point is called
the remanence flux density Br. To reduce the flux density B to zero, a reversed
magnetic field is needed to be applied. The value of H at which the flux density
reaches to zero is called coercive field of the material Hco. A further increase of H
in the opposite direction results in a process of magnetization as the one described
above. The magnetic flux density B reaches saturation point. If the current of the
excitation coil is repeatedly cycling for generating two opposite maximum values of
H, the hysteresis loop is traced out as shown in Fig. 3.3(b). The loop shows that the
relationship between the magnetic flux density B and the magnetic field intensity H
is non-linear and multivalued [27, 29]. Throughout the cycle of magnetization and
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Figure 3.4: Typical hysteresis loops:(a) a soft magnetic material, narrow loop (solid
line); (b) a hard magnetic material, larger loop (dashed line).
demagnetization, the magnetic flux density lags behind the magnetic field intensity.
This lagging phenomenon in the magnetic core material is called hysteresis.
The energy flowing from the source is greater than the energy returned. Therefore,
the enclosed area of the loop is a measure of energy loss in the core material during
the cycle of variation. This energy loss generates heat in the core. The loss of
power due to hysteresis effect is called hysteresis loss. The area of hysteresis loop is
proportional to the hysteresis loss. The area of hysteresis loop is dependent on the
excitation frequency, increasing the frequency larger the area of hysteresis loop. The
shape of the hysteresis loop is also material dependent. Soft magnetic materials, such
as iron-silicon alloys, amorphous and nanocrystalline alloys, are easy to magnetize
and demagnetize. Thus, soft magnetic materials provide low coercive force and
narrow hysteresis loop. Hard magnetic materials, such as alnicos, iron-neodymium,
iron-chromium-cobalt, retain their magnetism even after the removal of the applied
magnetic field. The hard magnetic materials produce flux even without any external
field, and provide high coercive force [27]. Fig. 3.4 shows the typical hysteresis loop
of soft and hard magnetic materials.
3.5 Air-gap in magnetic core
In the magnetic circuit without any air-gap, the flux is limited only by the core ma-
terial. A small amount of current with sufficient turns can easily drive the magnetic
core material into saturation. However, if a gap is introduced into the core, a larger
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Figure 3.5: Magnetization curve for air, no air-gap and gapped core.
current will be required to achieve saturation of the magnetic material due to the
increased reluctance introduced by the air-gap. The equivalent reluctance of the
gapped core can be calculated using (3.10). If the cross-sectional area of the core Ac
is equal to the cross-sectional area of the air-gap Aag, then (3.10) can be written as
Req = lc
µ0Ac
(
1
µr
+
1
lc
lag
)
=
lc
µeffµ0Ac
(3.19)
where, µeff is the relative permeability of the magnetic circuit with a gapped-core.
The gap reduces the effective permeability of a magnetic circuit. Equation (3.19)
means that, the reluctance of the gapped core is equal to the reluctance of a core
with length lc and with relative permeability µeff , where
µeff =
1
1
µr
+ 1
lc/lag
(3.20)
Equation (3.19) shows that the overall reluctance of the gapped core Req, the in-
ductance L, the magnetic flux φ, and the magnetic flux density B can be controlled
by the air-gap length lag. The winding must have more number of turns to get the
required inductance, as the increasing of the air-gap length reduces the inductance.
The magnetization curve of a magnetic circuit is affected by the presence of an
air-gap. Since the permeability of the non-magnetic material is low, larger value
of current is required with the air-gap to obtain the same value of φ in compar-
ison with the magnetic circuit without air-gap. Fig. 3.5 shows the air-gap effect
on the magnetization curve. The value of the slope is proportional to the effective
permeability of the magnetic circuit. The effective permeability is reduced for the
gapped core, larger the air-gap lower the slope. On contrast, the slope becomes as
steep as possible if no air-gap is present. Higher currents can be tolerated before
the onset of saturation at the expense of lower value of inductance in the gapped
core. It is observed from Fig. 3.5 that the air-gap in the magnetic circuit increases
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Figure 3.6: Illustration of fringing flux: (a) fringing magnetic flux in an air-gap
[17]; (b) magnetic equivalent circuit of an inductor with an air-gap and a fringing
magnetic flux.
the linear part of the magnetization curve, meaning that inductance remains con-
stant with changing in current. Furthermore, the losses in the magnetic core are
less frequency-dependent due to the presence of air-gap.
However, the air-gap generates fringing flux which increases proximity and eddy
current losses in conductors located in the vicinity of the air-gap. The air-gap can
be distributed into many smaller gaps in order to reduce the flux fringing effect
and the losses associated with it. Small particles are bound together in such a way
that the magnetic materials contain a certain percentage of non-magnetic volume in
them. The air-gap is uniformly distributed throughout the whole material. Thus,
the resultant effective permeability is much lower. Such cores are usually more
expensive than others with a single air-gap.
3.6 Fringing flux
The expression for reluctance of a gapped core in (3.19) assumes that there are no
fringing effects around the air-gap. In practice, the flux lines do not cross the air-gap
in straight lines. The fluxes bulge outward as the magnetic lines repel each other
when passing through a non-magnetic material as shown in Fig. 3.6(a). The cross
sectional area of the magnetic field is increased and the flux density decreased. This
effect is called fringing flux effect. According to [17], 10% is a typical value by which
the cross-sectional area has to be increased. However, the cross-sectional area can
be increased as a function of the air-gap length lag to get the proper value of air-gap
and cross-section area. The effective cross section area of the gap with fringing flux
can be obtained by adding the air-gap length lag to each of the linear dimensions of
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the core in the air gap [28].
The fringing reluctance Rf is shunting the air-gap reluctance Rag, reducing the
equivalent reluctance Req and the overall inductance L is increased by a factor of
Ff . Ff is called the fringing flux factor. The number of turns N can be decreased
or the air-gap length lag can be increased for obtaining the desired inductance [17].
Fig. 3.6(b) represents the magnetic equivalent circuit of an inductor with an air-gap
including the fringing magnetic flux φf . Due to the continuity of the magnetic flux
(3.7), the magnetic flux in the core φc is equal to the sum of the magnetic flux in
the air-gap φag and the fringing flux φf
φc = φag + φf (3.21)
3.7 Losses in magnetic components
In an inductor, losses can be categorized into winding losses and core losses. The
winding losses can be divided into the dc loss and the ac loss. Winding dc loss can
be expressed from the dc resistance of the coil. However, winding ac loss is needed
to calculate the actual winding loss at high frequency considering skin and proxim-
ity effects. The actual winding ac resistance can be obtained from the frequency-
dependent inductor model presented in [14]. Based on the analytical model for an
inductor as a function of frequency given in [15–17], the winding model has less ef-
fect to the total resistance and inductance. The winding resistance and the leakage
inductance are negligible as compared to the core equivalent resistance and main
inductance, respectively.
Core loss can be divided into hysteresis loss and eddy current loss. Energy loss
Wcycle over one cycle of the hysteresis loop in the core can be expressed as (cf. Fig.
3.3(b))
Wcycle = Vc
˛
H dB = Vcwh (3.22)
where Vc is the volume of the magnetic core, and wh =
¸
H dB is the energy loss
density in the core [30]. The power loss Ph in the core due to hysteresis effect can
be expressed as Ph = Vcwhf , where f is the frequency of variation of the current.
Under the assumption provided by Charles Steinmetz, the hysteresis loss can be
defined as
Ph = KhB
m
pkf (3.23)
where Kh is a constant, Bpk is the peak flux density, and m varies in the range 1.5
to 2.5. The value of constant Kh depends on the ferromagnetic material and the
volume of the core.
Rapid changes of the flux density in the core generates another power loss. Fig.
3.7(a) shows the cross section of the core through which the flux density B is rapidly
changing. The voltage is induced in the path of the cross-section due to the time-
varying magnetic flux enclosed by the path. Consequently, the large circulating eddy
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Figure 3.7: Illustration of eddy current in a magnetic core: (a) solid core; (b)
laminated core.
current iE flows around the path. The eddy current iE produces power loss due to
the conductivity of the core material and appears as heat in the core. The eddy
current loss can be reduced using high-resistivity and laminated core material (cf.
Fig. 3.7(b)). Consequently, the circulating current in each lamination is less than
the large circulating eddy current. The eddy current loss Pe in the magnetic core
due to the time-varying magnetic flux can be expressed as
Pe = KeB
2
pkf
2 (3.24)
where Ke is a constant whose value depends on magnetic material and lamination
thickness [30]. Lamination thickness varies from 0.01 to 0.5 mm in devices used in
power electronic circuit operating at high frequencies. The hysteresis loss and eddy
current loss are lumped together to get the total core loss as Pc = Ph + Pe.
4 Design of an inductor
The subject of this section is to design a compact converter-side inductor of an LCL
filter connected to a SiC grid converter. The area product method is used. A step-
by-step design procedure for the inductor is given. The core material is selected
based on the peak flux density. The core material selection is followed by the core
shape, size, and the winding design.
4.1 Area product method
The area product is defined by the product between the window area and the cross-
sectional area of the core (cf. Fig. 4.1)
Ap = WaAc =
2WL
KuJmBpk
(4.1)
where Wa is the window area of the core, Ac is the cross-sectional area of the core,
Ku is the window utilization factor, Jm is the rms value of current density, and
Bpk is the peak flux density of the core material [17]. The inductor energy WL is
directly proportional to the inductor area product Ap. Further, the inductor energy
WL depends on the value of the inductance L and the maximum current Ipk flowing
through the inductor. Thus, a compact size is achieved by minimizing the value of
the inductor energy. The area product value gives a rough initial estimate of the
core size satisfying both the electromagnetic conditions and the restriction of the
core window area. The left-hand side of (4.1) contains the core dimensions and the
right-hand side includes the inductor electrical and magnetic properties.
4.2 Inductor design algorithm
Fig. 4.2 shows the flowchart of the inductor design algorithm. The linear part of
the magnetization curve is assumed in the algorithm. Electrical and magnetic pa-
rameters are the inputs into the algorithm. The inductor size is strongly influenced
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Figure 4.1: Illustration of the area product using a pair of c-cut core.
by the magnetic material properties, operating current, and cooling condition. The
core size is selected by applying an iterative design procedure. The algorithm cal-
culates the following factors: rounded up number of turns, winding layers, air-gap
length, and fringing flux factor. The winding skin and proximity effects, the losses,
and the temperature rise are also considered. The algorithm is performed in the
following way.
First, the electric specifications are declared including the switching frequency fsw,
converter rms current Irms, peak value of converter current Ipk, peak value of fun-
damental current I1,pk, peak-to-peak ripple current Isw,pk−pk, and inductance L (cf.
Fig. 2.3). Secondly, the magnetic material properties are defined by the relative
magnetic permeability µr, saturation flux density Bsat, mass of the core mc, core
fill factor kc, core loss density pv, and the Steinmetz equation parameters k, α, and
β. Thirdly, the winding geometry are defined by conductor rms current density Jm,
conductor diameter d, nominal outer diameter do, the area of bare conductor Aw,
and the conductor total cross-section area Aw,tot.
After that, the area product is calculated from (4.1) using the electric specifications,
magnetic materials, and winding properties. The core is selected from the several
core shapes based on the calculated area product value. The core dimensions shown
in Fig. 4.1 declare the core width A, window width B, window length C, and core
height D. The initial core dimension variables must be set in the algorithm for the
area product calculation. Then, the number of turns N and the air-gap length lag
are calculated by applying an iterative process to obtain the required inductance
L and the peak flux density. The magnetic circuit model is used to calculate the
air-gap length lag considering the fringing flux factor Ff .
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Figure 4.2: Design algorithm of the inductor.
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The winding geometry and arrangements allow the calculation of the number of
turns per layer Ntl, number of layers Nl, and the conductor length lw. The conductor
material sets the material electrical resistivity ρw, the conductor relative magnetic
permeability µrw, and the dc resistance per length. The dc resistance Rw(dc) and the
corresponding winding loss Pw(dc) are calculated. Then, the total winding loss Pw is
calculated using the winding ac resistanceRw(ac) expressed by Dowell’s Equation [14].
The core loss Pc is calculated using the Steinmetz equation. Next, the inductor total
power loss Pt is calculated. Inductor thermal modeling is considered to calculate
the temperature rise ∆T . The rise in temperature caused by the losses should
not exceed the maximum rise in temperature. Finally, the inductor properties are
gathered. The inductor is characterized by its outer dimensions as: width wi, length
li, height hi, total mass mi, and the inductor volume Vi.
4.3 Magnetic material
The optimum choice of the magnetic material for an inductor design is not straight-
forward. The material is limited by the saturation flux density and core loss density.
In this thesis, the material is selected based on the highest peak flux density. The
material should have high peak flux density within the limits defined by the satura-
tion flux density and core loss density. The system cooling condition, size, and cost
requirements also determine the preferred option.
4.3.1 Magnetic material properties
The typical specifications for the magnetic materials of interest are shown in Ta-
ble 4.1. The 10JNHF600 silicon steel has the highest saturation flux density and
thermal conductivity. The continuous operating temperature of 150 ◦C is similar
to the 2605SA1 amorphous material. However, 10JNHF600 has a greater thickness
of lamination than that of 2605SA1 and the nanocrystalline materials. This results
in the 10JNHF600 core material having higher eddy-current core loss. The Vitrop-
erm500F nanocrystalline material and the 3C93 ferrite material are low core-loss
materials. These materials have lower saturation flux densities and lower operating
temperatures as well. The nanocrystalline material has the best overall characteris-
tics, but it is significantly more expensive than the other materials. The significant
advantage of the 3C93 ferrite material is its high resistivity [19]. Unlike the other
materials, due to its bulk composition and high resistivity, 3C93 does not suffer from
additional eddy-current core losses due to fringing of the air gap. The saturation flux
density of the Xflux and High-flux powder core is similar to 2605SA1 amorphous.
The continuous operating temperature of 200 ◦C is the highest among the materials,
though the thermal conductivity is less in comparison with others. Further, Xflux
and High-flux powder core materials have higher core losses.
The core maximum operating temperature is limited theoretically by the Curie tem-
perature. However, practically the temperature is limited by the lamination and
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Table 4.1: Typical magnetic properties of different core materials [19].
Material type Material Saturation fluxdensity (T)
Continuous
operating
temperature (◦C)
Thermal
conductivity
(W/mK)
Core loss @
0.1 T, 20 kHz
(mW/cm3)
Amorphous 2605SA1 1.56 150* 10** 70
Silicon steel 10JNHF600 1.88 150* 18.6** 150
Nanocrystalline Vitroperm500F 1.2 120* 10** 5
Ferrite 3C93 0.52 140 3.5-5 5
Powder core Xflux 1.6 200 8 200
Powder core High-flux 1.5 200 8 100
*limited by the lamination epoxy, **along laminations
coating thermal capability limits. The 2605SA1, 10JNHF600 and Vitroperm500F
materials are limited by the lamination epoxy thermal capability. Elevated tem-
perature may trigger thermal ageing due to material recrystallization in case of
Vitroperm500F. The maximum temperature of powder cores is limited by the coat-
ing thermal capability. The ferrite material is generally designed to operate at the
unique material temperature at which the specific core loss is minimum for a given
flux density in order to avoid the core thermal runaway. These temperatures are
typically in the range of 80–150 ◦C for ferrites [19,31].
4.3.2 Magnetic material selection
The first step in the designing of an inductor is the core material selection. The
particular core material defines the key magnetic properties such as the saturation
flux density and core-loss density. The converter-side inductor has higher ripple cur-
rent than the grid-side inductor. The high current ripple causes higher core losses.
To avoid overheating, the core losses should be kept low enough. This sets higher
demands on the core material, which has to be properly selected. The core mate-
rial can be selected based on the peak flux density. In order to minimize the area
product (4.1), the peak flux density Bpk should be as high as possible.
The peak flux density Bpk is limited to upper boundary set by the saturation flux
density Bsat of the material. Typically, the boundary is set to 80-90% of the sat-
uration flux density Bsat [32, 33]. This boundary is introduced to avoid operation
close to saturation point. The material can be selected with the high saturation flux
density and low power losses in the core to keep the temperature rises beyond the
maximum temperature margin Tmax. The core-loss density gives a rough estimate
for evaluating the temperature rise. A thermal model can be included in the design
to ensure that the operating temperature is kept within safe values. If the core tem-
perature rises beyond the temperature margin with the selected peak flux density
and the core-loss density, the design is discarded and a new design process is started
with a new set of free parameters.
A comparison chart showing the saturation flux density versus core loss at a given
frequency and flux density is given in Fig. 4.3. The 3C93 core material is limited
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Figure 4.3: Comparison of different core materials.
by the saturation flux density. The low saturation flux density and the low allowed
temperature rise result in the largest inductor with the 3C93 material for the an-
alyzed frequency. The Vitroperm500F core material has also low saturation flux
density and low core-loss density in comparison with other materials. The 2605SA1,
10JNHF600, Xflux and High-flux materials are limited by their core-loss density.
The 2605SA1, Xflux and High-flux materials have almost similar saturation flux
density in the range of 1.5-1.6 T. However, the Xflux and the High-flux materials
have lower thermal conductivity and higher core-loss density in comparison with the
2605SA1 material.
The 2605SA1 and the 10JNHF600 materials are competitive and lead to the smallest
size inductor for the analyzed frequency. The 10JNHF600 material is a high core loss
material resulting in a larger core for a given temperature rise. However, it is worth
noting that the 10JNHF600 has the highest saturation flux density. Under natural
convection conditions, the optional material for smallest size inductor is 2605SA1.
Further, size reduction can be achieved by using improved cooling methods such
as air-forced convection and conductive cooling. Under air-forced convection, both
the 2605SA1 and the 10JNHF600 materials can be used. If a conductive cooling
path is provided for the core, the performance of the 10JNHF600 material will likely
improve due to the higher thermal conductivity of 18.6 W/mK [34].
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4.3.3 Peak flux density calculation
The VSC output contains significant harmonics around the switching frequency. It
is assumed that all the high frequency ripple current is packed on the switching
frequency. Thus, the flux waveform contains a fundamental sinusoidal waveform
and superimposed high frequency ripples. The fundamental waveform results the
larger loop, while the the high frequency ripples result smaller loops in the traversed
B-H curve. The total peak flux density can be expressed as
Bpk = B1,pk +Bsw,pk (4.2)
where B1,pk and Bsw,pk are the peak flux density caused by the fundamental compo-
nent and the ripple current, respectively. The inductor is designed in such a way that
the peak flux density Bpk corresponds the peak current Ipk = I1,pk + ∆Isw,pk−pk/2 of
the converter, where I1,pk is the peak value of the fundamental current and Isw,pk−pk
is the peak to peak value of the ripple current. The peak flux density Bpk caused
by peak current Ipk can be calculated using the following formula [17,34]
Bpk =
LIpk
NAc,eff
(4.3)
where Ac,eff = kcAc is the effective cross-sectional area of the core. In addition, it
is assumed that the flux density is directly proportional to the current below the
peak value. The peak flux density caused by the fundamental component B1,pk and
the peak flux density caused by the ripple current Bsw,pk can be obtained using the
following formulas
B1,pk =
I1,pk
I1,pk + ∆Isw,pk−pk/2
Bpk, Bsw,pk =
∆Isw,pk−pk/2
I1,pk + ∆Isw,pk−pk/2
Bpk (4.4)
4.4 Winding wire selection
The second step of the inductor design is the selection of winding wire. The winding
wire selection involves rms current density, the conductor shape, conductor size, and
insulation.
4.4.1 Maximum current density
The rms current density Jm should be as high as possible in order to minimize
the area product defined by (4.1). The rms current density Jm can be selected by
considering the cooling conditions of the system. The typical values of the maximum
rms current density under natural cooling condition are in the range of 6-10 A/mm2
when the wire is short (lw< 1 m) with a small number of turns. The typical value of
the maximum rms current density is 5 A/mm2 for long wire (lw> 1 m) with a large
number of turns [17]. For air-forced cooling condition, the maximum rms current
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density is assumed to be higher than the natural cooling condition. In this thesis,
the rms current density is assumed to be 3 A/mm2 and 6 A/mm2 for natural and
air-forced cooling condition, respectively. 1
4.4.2 Conductor selection
Typically, the high eddy current losses associated with the high-ripple current leads
to either a foil or litz winding configuration in order to reduce the skin and prox-
imity effects. Moreover, the foil or litz winding configuration provides thermal and
mechanical advantages. The spiral winding structure or the edge-wound winding
structure can be used for low-ripple current [34]. For simplicity, a single round wire
is selected for the design. The choice of conductor is either copper or aluminium for
single wire winding. The inductor design with copper wire reduces about 20% the
power loss in comparison with the aluminium wire while keeping the same weight [4].
Thus, the enamel-coated round copper wire is considered for the design. The diam-
eter of the wire must be large enough to carry the rms current density Jm. The area
of the bare conductor Aw is obtained using assumed current density:
Aw =
Irms
Jm
(4.5)
The typical bare conductor can be selected from the IEC 60317-0-1 standard [35]
according to the obtained value. The corresponding nominal bare wire diameter d,
nominal outer diameter do, and other characteristics can also be obtained from the
IEC 60317-0-1 standard. The value of rms current density Jm can be recalculated
using (4.5) in order to obtain actual rms current density to be used for calculating
area product (4.1).
4.5 Core geometry selection
Selection of the core is the next step for the designing an inductor. The inductor of
each phase are assumed to have the same geometry. A core window must provide
sufficient space for winding in the bobbin of the inductor. The core also must provide
enough air space between the insulated wire turns. The area product of the core can
be obtained using (4.1) and the required core is selected based on the value of area
product from the standard core specifications. The core dimension variables such
as core width A, window width B, window length C, and core height D are given
by the manufacturers. The core dimension variables allow for further calculations of
1The existing experimental setup of a 12.5-kVA grid-connected converter in Aalto University
School of Electrical Engineering has an LCL filter with Lfc= 575 µH, Cf= 8.10 µF, and Lfg= 250
µH [23]. The inductors are designed under natural cooling condition with the rms current density
Jm = 3 A/mm2. In addition, the laboratory has an another set of LCL filter with Lfc= 2.94
mH, Cf= 10 µF, and Lfg= 1.96 mH [24]. In this case, the inductors are designed under air-forced
cooling condition with Jm = 6 A/mm2.
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Figure 4.4: Cross-section view of c-cut core with winding configuration.
the core mean magnetic path length lc, the core cross-section area Ac, the effective
cross-section area Ac,eff , window area Wa, the area product Ap, and the volume of
core Vc. The inductor consists of two c-cut cores arranged as in Fig. 4.4.
4.6 Number of turns calculation
The total number of turns must fit through the core window area. The total area
of the copper in the window with N turns can be expressed as NAw and the area
available for the conductors can be expressed as KuWa, where Ku is the window
utilization factor. The value of the window utilization factor Ku depends on the air
and wire insulation factor, the bobbin factor, and the edge factor. The typical value
of the window utilization factor is 0.4 for inductors [17,29]. The maximum number
of turns Nmax which can be fitted inside the window area Wa can be obtained using
the following formula
NmaxAw ≤ KuWa (4.6)
To avoid core saturation and to satisfy the required peak flux density Bpk, and
to obtain the required inductance L, the number of turns is calculated using (4.3).
After finalizing the total number of turns N , the maximum number of turns per layer
Ntl and the number of winding layers Nl can be obtained using bobbin specifications.
From the height of the bobbin Hb and the nominal outer diameter do, the maximum
number of turns per layer can be calculated using with the following formula
Ntl =
Hb
do
(4.7)
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The number of the winding layers Nl can be expressed as
Nl =
N
Ntl
(4.8)
Core and bobbin dimensions give a rough estimate for the length of the winding
wire. The wire length per single turn of the first layer lT,1 and the second layer lT,2
of each leg can be expressed as lT,1 = 2A+2D+4Bt and lT,2 = 2A+2D+4Bt +4do,
respectively, where Bt is the bobbin thickness, A is the core width and D is the core
height. The length of the winding wire lw can be obtained using following equation
lw = 2(Ntl,1lT,1 +Ntl,2lT,2) (4.9)
where Ntl,1 and Ntl,2 are the number of turns of the first and second layer of each
leg, respectively. The volume of the conductor Vw can be expressed as Vw = lwAws,
where Aws is the single turn cross-section area.
4.7 Air-gap calculation
In the design process, the required inductance L and the peak flux density Bpk
are basically functions of two variables, i.e. the number of turns N and air-gap
length lag. Thus, the calculation of the air-gap is essential for the design. Air-gap
calculation can be implemented using the magnetic circuit model.
A magnetic circuit model of an inductor enables a fast and simple inductance calcu-
lation. The inductance of an inductor with N winding turns and a total magnetic
reluctance Req is calculated as
L =
N2
Req (4.10)
Hence, the reluctances of the each section of the core and the air-gap have to be
derived first in order to calculate the total reluctance. The calculation of the reluc-
tances of the each section of core can be simply calculated using (3.8).
4.7.1 Magnetic circuit without fringing flux
Under the assumption of a homogeneous flux density distribution in the air gap and
with no fringing flux, the air gap reluctance can be calculated using equation (3.9),
where the area of the core cross section and the area of the air-gap are equal to
each other. C-cut core configuration (cf. Fig. 4.4) consists of two air-gaps and two
equal length of c-cut cores. The equivalent magnetic circuit is illustrated in Fig. 4.5.
From the equivalent magnetic circuit the equivalent reluctance can be expressed as
Req = Rc + 2Rag = lc
µ0Ac
(
1
µr
+
2lag
lc
)
(4.11)
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Figure 4.5: Equivalent magnetic circuit of the c-cut core configuration without fring-
ing effect. Rc defines the total reluctance of the core.
For the adjustment of the inductance L, the air-gap length of each leg lag can be
obtained from the following equation
lag =
N2µ0Ac
2L
− lc
2µr
(4.12)
where lc is the core mean magnetic path length, µ0 and µr are the free-space and
relative permeabilities, respectively. Fig. 4.8 shows the variation of the inductance
(solid line) with respect to the air-gap length considering homogeneous flux density
distribution using the AMCC016B core with Bpk = 1.25 T, N = 56 and µr = 5000.
4.7.2 Magnetic circuit with fringing flux
Equation (3.9) is only accurate when the air-gap length is very small compared to
the dimension of the air-gap cross-section and the fringing flux is less compared to
the total flux passing through the core. Thus, the fringing flux should be taken into
consideration when designing an inductor to get the actual air-gap length and the
corresponding inductance. Considering Fig. 3.6(b), the magnetic equivalent circuit
for the c-cut core inductor including the fringing flux φf is illustrated in Fig. 4.6.
Considering the reluctance Rf due to the fringing flux, the equivalent reluctance of
the circuit with the fringing effect Req,f becomes
Req,f = Rc + 2(Rag ‖ Rf) (4.13)
The maximum increase of each dimension of the core cross-section due to the fringing
effect is approximately equal to the length of the air-gap [17]. Hence, the ratio of
the effective width of the fringing flux cross-section area to the air-gap length is
u = wf/lag and the ratio of the effective magnetic path length of the fringing flux to
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Figure 4.6: Equivalent magnetic circuit of the c-cut core configuration with fringing
effect. Rc defines the total reluctance of the core.
Figure 4.7: The relationship between the air-gap length, effective magnetic path
length in the fringing flux and effective width of the fringing flux cross-section area
[20].
the air-gap length is k = lf/lag = 2 (cf. Fig. 4.7). The fringing flux factor Ff can be
expressed as
Ff = 1 +
Af
kAc
(4.14)
where Af is the cross-section area of fringing flux. Considering the core cross-
sectional area from Fig. 4.4, the area of the fringing flux can be expressed as
Af = (A+ 2ulag)(D + 2ulag)− AD = 2ulag(A+D + 2ulag). Then, the fringing flux
factor can be defined as
Ff = 1 +
2ulag(A+D + 2ulag)
kAD
(4.15)
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Figure 4.8: Variation of inductance due to change of air-gap length.
Under these assumptions, the equivalent reluctance of the circuit with the fringing
effect Req,f can be solved from (4.13)
Req,f = Rc + 2Rag
Ff
=
lag
µ0Ac
(
lc
µrlag
+
2
Ff
)
(4.16)
For the adjustment of the required inductance L considering the fringing flux factor
Ff , the new air-gap length lag is
lag =
µ0AcFf
2L
(
N2 − Llc
µrµ0Ac
)
(4.17)
Iterative calculations are performed between (4.15) and (4.17) until both air-gap
length lag and fringing factor Ff are converged. Finally, the estimated value of
inductance L has to be verified using the values from (4.15) and (4.17) with the
following equation
Lcal =
µ0AcN
2
lc/µr + 2lag/Ff
(4.18)
Fig. 4.8 shows the variation of the inductance (dot-line) with respect to the air-gap
length considering the fringing flux using the AMCC016B core with Bpk = 1.25 T,
N = 56 and µr = 5000. For obtaining the desired inductance with the same number
of turns N , the air-gap length lag has to be increased.
4.8 Winding arrangements
For the c-cut cores shown in Fig. 4.4, each leg of the inductor comprises winding
with N/2 turns. The windings are rounded up in such a way that the second layer of
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each leg don’t overlap each other. At the first leg, the outer layer turns are rounded
up at the lower side and at the second leg, the outer layer turns are rounded up at
the upper side. Moreover, the windings of each leg are connected in series in such a
way that the produced flux due to all windings are additive.
4.9 Loss calculation
Once the core area, area product, number of turns, and air-gap length are deter-
mined, the winding, core, and gap losses of the inductor are calculated.
4.9.1 Winding loss
The low frequency winding resistance, which is almost equal to dc winding resistance
Rw(dc), can be expressed as
Rw(dc) =
ρwlw
Aw
(4.19)
where, ρw = 17.24 ·10−9 Ωm is the electrical resistivity of the copper wire. The area
of bare copper wire Aw and the length of the winding wire lw can be calculated using
(4.5) and (4.9), respectively. Dc winding power loss without the skin and proximity
effects can be calculated using Pw(dc) = I2rmsRw(dc). The winding resistance of an
inductor increases with the frequency because of the skin and proximity effects
due to time-varying electromagnetic field. These two combined effects reduce the
effective cross-section area of the winding available for the current flow. Thus, the ac
winding resistance Rw(ac) at high frequencies becomes greater than the dc winding
resistance Rw(dc). The ac winding resistance of an inductor with Nl layers was
derived by P. L. Dowell in [36] and presented in [14]. According to [14], the winding
ac-to-dc resistance ratio can be expressed as
FR = Ao
(
e2Ao − e−2Ao + 2 sin(2Ao)
e2Ao + e−2Ao − 2 cos(2Ao) +
2(N2l − 1)
3
eAo − e−Ao − 2 sinAo
eAo + e−Ao + 2 cosAo
)
(4.20)
where Ao is a dimensionless quantity which depends on conductor geometry. The
skin and proximity effect contributions to the ac winding resistance are represented
by the first and second term of (4.20), respectively. The factor of Dowell’s equation
for a round wire with diameter d is
Ao =
(pi
4
) 3
4 d
δw
√
d
p
(4.21)
where p is the distance between the centres of two adjacent conductors and δw is
the skin depth of the conductor expressed as
δw =
√
ρw
piµ0µrwf
(4.22)
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Figure 4.9: Core loss per unit volume versus the flux density amplitude for Fe-based
amorphous core.
where µrw = 1 is the wire relative magnetic permeability, and f is the operating fre-
quency. The high frequency ac winding resistance is expressed as Rw(ac) = FRRw(dc).
Finally, the high frequency ac winding power loss Pw can be obtained from
Pw = FRPw(dc) (4.23)
4.9.2 Core loss
Hysteresis losses, eddy current losses, and residual losses are the physical loss sources
for the core material. The most used equation for characterizing the core losses pv
is the empirical power equation
pv = kf
αBβpk (4.24)
whereBpk is the peak flux density amplitude of a sinusoidal excitation with frequency
f , and k, α, β are the material parameters referred to as the Steinmetz parameters
[17, 28]. The equation is called the Steinmetz equation (SE). Core manufacturers
provide the data of core losses per unit volume as a function of frequency f , and
peak flux density Bpk. Fig. 4.9 shows (4.24) considering the amorphous core with
the parameters k = 6.5, α = 1.51, and β = 1.74.
The basic empirical SE predicts specific core losses for sinusoidal flux waveforms with
good accuracy. However, the SE is not capable of accurately calculating core losses
for non-sinusoidal flux waveforms in power electronic applications. To overcome
this limitation, different approaches have been developed. The modified formula of
the Steinmetz equation (MSE) over nonsinusoidal waveforms is presented in [37] by
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Figure 4.10: Air-gap loss in the inductor.
replacing f with remagnetization rate dM/dt, which is proportional to the rate of
change of induction dB/dt. The improved generalized Steinmetz equation (iGSE)
is introduced in [38] dealing with minor hysteresis loops. The improved-improved
generalized Steinmetz equation (i2GSE) is suggested in [39] to solve the problem of
different flux shapes. Once the core loss per unit volume is calculated, the total core
loss can be calculated from
Pc = pvVc (4.25)
where Vc is the volume of the core material. The volume of the core material can
be expressed with the core mean magnetic path length lc and the core cross-section
Ac as Vc = lcAc, where the core mean magnetic path length can be obtained from
lc = 2(B + C) + piA.
4.9.3 Air-gap loss
Magnetic materials can have additional eddy-current core losses due to the air-gap
fringing flux. These core losses are caused by the magnetic fringing flux around the
gap reentering the core. Some of the fringing flux strike the core perpendicular to
the laminations due to the increase of the air-gap length. The nominal air-gap loss
Pag can be expressed as [19]
Pag = kiwllag,tfB
2
pk (4.26)
where ki is the core constant (e.g. 0.388 for a pair of c-cut core), wl is the lamination
width, lag,t is the total air-gap length. The total air-gap loss in the inductor is shown
in Fig. 4.10 for the frequency of 20 kHz and the peak flux density of 1.25 T. The
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Figure 4.11: Thermal equivalent circuit of an inductor when the hotspot is on the
windings.
leakage flux in the vicinity of the gap increases as the air-gap length increases.
Thus, the core loss due to this leakage flux also increases. However, the air-gap loss
is negligible compared to the total core loss.
4.9.4 Total power loss
Once the winding loss Pw and the core loss Pc are determined, the total power loss
in the inductor Pt can be calculated from
Pt = Pw + Pc (4.27)
4.10 Thermal modeling
The losses generated in the winding and in the core give rise to the heating. The
heat transfer rate q is equal to the total power loss Pt of the inductor [12, 27]. The
temperature rise ∆T is the difference between the temperature of the hot-spot Ths
in the inductor and the ambient temperature Ta. The temperature rise can be
expressed as ∆T = PtRth, where Rth is the total thermal resistance of the inductor.
To obtain the temperature rises in each part of the inductor, the thermal equivalent
circuit is needed. Fig. 4.11 shows the inductor thermal equivalent circuit when the
hot-spot is on the windings [27]. The thermal model contains all types of heat trans-
fers represented by equivalent thermal resistances. In the circuit, Rhs,w represents
the conduction thermal resistance of the conductor. The combination of the conduc-
tion thermal resistance Rwc,cd and the radiation thermal resistance Rwc,r between the
conductor surface and the core is represented by the thermal resistance Rwc. The
thermal resistance between the core and the ambient Rca is based on the radiation
thermal resistance Rca,r and the convection thermal resistance Rca,cv. The thermal
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Figure 4.12: Simplified thermal circuit of an inductor.
resistance between the conductor and the ambient Rwa is the combination of the
convection thermal resistance Rwa,cv and the radiation thermal resistance Rwa,r. Tw,
Tc, and Ta represent the temperatures of the the conductor surface, the core surface,
and the ambient temperature, respectively. The ambient temperature is assumed to
be constant at 20 ◦C.
The conduction thermal resistance between the conductor surface and the core is
expressed as Rwc,cd = lwc/ktaAwc, where lwc is the equivalent air-gap corresponding
to the air space between the conductor and the core, Awc is the surface realizing the
conduction between the conductor and the core, and kta = 0.031 W/mK is the air
thermal conductivity [27]. The radiation thermal resistances can be obtained using
the Stefan-Boltzmann law of thermal radiation
Rwc,r =
Tw − Tc
σεw(T 4w − T 4c )Awc
(4.28a)
Rwa,r =
Tw − Ta
σεw(T 4w − T 4a )Awa
(4.28b)
Rca,r =
Tc − Ta
σεc(T 4c − T 4a )Aca
(4.28c)
where εw = 0.8 and εc = 0.9−0.95 are the emissivity of conductor and core surfaces,
respectively [27]. σ = 5.67 · 10−8 W/m2K4 is the Stefan-Boltzmann constant. Awa
and Aca are the conductor and the core open surfaces, respectively that transfer
heat directly to the ambient air. The convection thermal resistances are expressed
using the Newton law of cooling
Rwa,cv =
1
hcAwa
(4.29a)
Rca,cv =
1
hcAca
(4.29b)
where hc is the convection heat transfer coefficient of the material. For natural
convection cooling, the convection heat transfer coefficient can be expressed as hc =
1.42 (∆T/Hv)
0.25, where Hv is the vertical height of the component. For the forced
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convection with the air velocity of v, the convection heat transfer coefficient can be
defined as hc = (3.33 + 4.8v0.8)/H0.288t , where Ht is the total length of the boundary
layer of the component [27].
The conduction thermal resistance Rhs,w can be short-circuited due to high thermal
conductivity of the winding materials [40]. The thermal conductivity of the copper
winding is 379 W/mK [27]. In the design, it is assumed that all copper surfaces
have the same temperature and all core surfaces also have the same temperature.
The simplified equivalent circuit is shown in Fig. 4.12. Pwc, Pw −Pwc, and Pc +Pwc
represent the power dissipations between the conductor-to-core, the conductor-to-
ambient, and the core-to-ambient, respectively. Applying the circuit theory in Fig.
4.12, the following equations can be written
∆T = Tw − Ta = (Pw − Pwc)Rwa (4.30)
(Pw − Pwc)Rwa = PwcRwc + (Pc + Pwc)Rca (4.31)
Solving (4.31) for the power dissipations between the conductor-to-core
Pwc =
PwRwa − PcRca
Rwc +Rwa +Rca
(4.32)
Substituting (4.32) into (4.30), for the given values of the winding and core losses,
the temperature rise of the inductor becomes
∆T =
(
PwRwc + PwRca + PcRca
Rwc +Rwa +Rca
)
Rwa (4.33)
All open surfaces of an inductor are assumed to have same temperature in an
isotherm surface model [27]. Then, the total heat transfer rate can be expressed
as q = qcd +qr +qcv, where qcd, qr, and qcv are the conduction, the radiation, and the
convection heat transfer rate, respectively. Using the heat transfer laws, the total
heat transfer rate can be defined as
q = ktcAc
Tw − Ta
lc
+ σεAr(T
4
w − T 4a ) + hcAcv(Tw − Ta) (4.34)
where ktc is the thermal conductivity of the core material, Ar and Acv are the
radiating and convecting area of the component [27]. Equation (4.34) gives the
rough estimate about the percentage of heat transfer rate by the conduction, the
radiation, and the convection process.
The aforementioned explained design procedure in section 4 have to be satisfied with
the design constraints of the inductor. The obtained parameters using the design
algorithm are given in the next section.
5 Results
The area product method, which is explained in section 4, is used to design the
inductor for the LCL filter. The design algorithm is implemented for natural and
air-forced cooling conditions. This section describes the obtained results from the
designed inductors. Finally, the experimental results for the prototype inductor are
presented.
The optimized value of the converter-side inductance is 350 µH. To implement the
design algorithm, the specifications from section 2.3 are used together with the
waveform in Fig. 2.3. The algorithm is implemented using a MATLAB script given
in the Appendix. The inductor is designed with a single-wire winding using a gapped
core. The peak flux density Bpk = 0.8·Bsat is assumed and the considered window
utilization factor is Ku = 0.4.
5.1 Design examples
From the comparison of different core materials in section 4.3.2, the Vitroperm500F
and the 3C93 core materials result the largest inductor due to the low saturation
flux density. The 10JNHF600 and Xflux core materials have higher core loss density.
To avoid overheating, the core losses should be kept low. Thus, the preferred option
is the 2605SA1 core material under natural cooling condition.
Since the air-forced cooling removes the produced heat more efficiently than the
natural convection cooling, all materials are limited by the saturation flux density
under the air-forced convection cooling. As can be seen from Fig. 4.3, the 2605SA1
and the 10JNHF600 core materials are competitive. Therefore, the design algorithm
is implemented using the 2605SA1 and the 10JNHF600 core materials and the results
are compared.
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Table 5.1: Specifications of the AMCC0025 core material [41].
Symbol Parameter Value
Ac Core cross-section area (mm2) 325
Wa Core window area (mm2) 840
lc Core magnetic path length (mm) 194
Vc Volume of the core (mm3) 63050
Ap Area product of the core (mm4) 273000
Table 5.2: Specifications of the copper wire used for natural cooling [35].
Symbol Parameter Value
d Nominal conductor diameter (mm) 2.8
do Nominal outer diameter (mm) 2.92
Aw Area of bare conductor (mm2) 6.158
5.1.1 Design example 1: Natural cooling (Amorphous core)
The initial rms current density Jm = 3 A/mm2 is assumed under natural cooling.
The peak flux density is considered to be 1.25 T for the 2605SA1 core material. The
calculated rms current density is 2.97 A/mm2 and the calculated area product is
Ap,cal = 186557 mm4. The inductor is designed using the AMCC0025 core and the
IEC 60317-0-1 standard copper wire. The specifications of the AMCC0025 core and
the copper wire are given in Table 5.1 and Table 5.2, respectively. The Steinmetz
equation parameters are k = 6.5, α = 1.51, and β = 1.74 for the 2605SA1 core
material [41]. The core fill factor is kc = 0.82 and the core density is 7.18 g/cm3 [19].
For the required inductance and to satisfy the peak flux density, 30 turns are re-
quired. The calculated length of the winding is lw = 2520 mm. The estimated length
of the air-gap is lag = 0.54 mm and the calculated fringing flux factor is Ff = 1.06.
The dc and ac winding resistances are 7.1 mΩ and 36.8 mΩ, respectively. The total
winding loss is Pw = 12.31 W and the core loss is Pc = 5.17 W. The total mass of
the inductor is mi = 530 g and the final volume is Vi = 79925 mm3.
5.1.2 Design example 2: Air-forced cooling (Amorphous core)
It is assumed that the initial rms current density is 6 A/mm2 under air-forced con-
vection cooling. The calculated rms current density is 5.82 A/mm2 and the calcu-
lated area product is Ap,cal = 95187 mm4. The calculated area product satisfies the
AMCC0010 core. The inductor is designed using the IEC 60317-0-1 standard copper
wire. Table 5.3 gives the specifications of the AMCC0010 core. The specifications
of the copper wire under air-forced cooling is given in Table 5.4.
The number of turns N = 44 is required to satisfy the required peak flux density
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Table 5.3: Specifications of the AMCC0010 core material [41].
Symbol Parameter Value
Ac Core cross-section area (mm2) 220
Wa Core window area (mm2) 520
lc Core magnetic path length (mm) 150
Vc Volume of the core (mm3) 33000
Ap Area product of the core (mm4) 114400
Table 5.4: Specifications of the copper wire used for air-forced cooling [35].
Symbol Parameter Value
d Nominal conductor diameter (mm) 2.0
do Nominal outer diameter (mm) 2.11
Aw Area of bare conductor (mm2) 3.14
and to obtain the required inductance. Using AMCC0010 core, maximum 15 turns
per layer can be fitted. The total length of the winding is lw = 3198 mm. The
calculated length of the air-gap is lag = 0.86 mm and the fringing flux factor is Ff
= 1.13.
The dc resistance is 17.5 mΩ and the corresponding winding loss is 5.87 W. Consid-
ering the skin and proximity effect at 20 kHz, the total winding resistance is 124.4
mΩ. Thus, the final winding loss is Pw = 41.67 W. The total core loss is Pc = 2.74
W. The core loss of the 50 Hz component is 25 mW and the core loss due to the
ripple component is 2.71 W. The final mass of the inductor is mi = 298 g and the
final volume is Vi = 44204 mm3.
5.1.3 Design example 3: Air-forced cooling (JNHF core)
It can be seen from Fig. 4.4 that the dimensions of the geometric parameters can be
varied to perform a design of an inductor. Moreover, the width of the 10JNHF600
core material strip varies up to 600 mm [42]. Therefore, the inductor can be designed
using the 10JNHF600 material with user defined core dimensions. The saturation
flux density of the 10JNHF600 core material is Bsat = 1.88 T, the core fill factor is
kc = 0.90, and the density of the core material is 7.53 g/cm3 [42]. Using the curve
fitting from the data given in [42], the obtained Steinmetz’s equation parameters
are k = 2.14 ·10−3, α = 1.384, and β = 1.981 for the 10JNHF600 core material.
The peak flux density of 1.50 T is considered in this case. The inductor is designed
using the same rms current density and the same copper wire like the design example
in section 5.1.2. The calculated area product is Ap,cal = 78985 mm4. Hence, the
AMCC0008 core dimensions are considered as the references. The dimensions of the
used 10JNHF600 core are as follows: core width A = 11 mm, window width B = 15
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Table 5.5: Specifications of the used 10JNHF600 core material.
Symbol Parameter Value
Ac Core cross-section area (mm2) 220
Wa Core window area (mm2) 450
lc Core magnetic path length (mm) 130
Vc Volume of the core (mm3) 28600
Ap Area product of the core (mm4) 99000
mm, window length C = 30 mm, and core heightD = 20 mm. To simplify the design,
only the window width B has been changed. Table 5.5 gives the specifications of
the used 10JNHF600 core material.
The number of turns N = 33 is required to satisfy the required inductance and the
peak flux density. The total length of the winding is lw = 2481 mm. The estimated
air-gap length is lag = 0.42 mm and the fringing flux factor is Ff = 1.06. The dc
resistance of the winding is 13.6 mΩ. The final winding resistance at 20 kHz is 96.5
mΩ and the corresponding winding loss is Pw = 32.33 W. The total core loss Pc
= 6.54 W is the combination of the core loss due to the fundamental component
of 230 mW and the core loss of the ripple component of 6.31 W. Finally, the total
loss of the inductor is 38.87 W, the total mass is 293 g, and the final volume of the
inductor is 37293 mm3.
5.1.4 Discussion
It can be seen from the results that the area product of the inductor is reduced by
50% if the air-forced cooling condition is considered with the same core material of
the 2605SA1. The total volume of the inductor under air-forced cooling is 55% of
the inductor with natural cooling. However, the total loss is increased in air-forced
cooling condition due to the higher winding resistance.
A conventional filter with the inductance of 2.94 mH on the converter side is used
in [24] with a grid-connected converter having the air-forced cooling with the air-
velocity of 6.72 m/s. The dimensions of the conventional inductor are as follows:
core width A = 20 mm, window width B = 20 mm, window length C = 60 mm,
and core height D = 30 mm. The area product of the core is Ap = 720000 mm4.
The inductor is designed in section 5.1.2 using the AMCC0010 core considering the
same air-forced cooling condition in [24]. The obtained area product of the designed
inductor is only 16% of the conventional inductor.
Since the peak flux density of the 10JNHF600 core material is 20% higher than
that of the 2605SA1 core material, the calculated area product of the inductor
using the 10JNHF600 core material is almost 20% lower in comparison with the
inductor designed with the 2605SA1 core material at the rated operating point.
Hence, the air-forced cooling with the same air-velocity of 6.72 m/s is considered.
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Figure 5.1: Core loss per unit volume versus flux density amplitude at 20 kHz.
The area product of the used 10JNHF600 core in section 5.1.3 is 86% of the area
product of the AMCC0010 core. The calculated winding loss in the inductor with
the 10JNHF600 core is 78% of the inductor with the AMCC0010 core. However, the
core-loss density of the 10JNHF600 core material is higher than the core-loss density
of the 2605SA1 core material. The differences of the core-loss densities increase with
the flux density (cf. Fig. 5.1). According to the results, the core loss at 20 kHz with
the 10JNHF600 core material is 2.38 times larger in comparison with the 2605SA1
core material. Finally, the overall volume of the inductor with the 10JNHF600 core
material is about 84% of the inductor with the 2605SA1 core material. Fig. 5.2
shows the obtained area product and the volume of the core of the inductors with
different core materials and cooling conditions.
Table 5.6 gives the thermal performances of the designed inductors using different
core materials under natural and air-forced cooling conditions. In the designs, the
calculated temperature rise varies between 70-80 ◦C. As can be seen from the results,
the most of the heat is being transferred through convection process under air-
forced cooling conditions. On the other hand, the inductor transfers heat equally
through the radiation and the convection process under natural cooling condition.
The conduction heat transfer rate varies between 2-7% of the total heat transfer rate.
Since the temperature rise is inversely proportional to the heat radiating surface,
the inductor with the 10JNHF600 core material generates more heat in comparison
with the inductor with the 2605SA1 core material. However, the total losses in the
inductor with the 10JNHF600 core material are only 87% of the losses with the
2605SA1 core material.
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Table 5.6: Thermal performances of the inductors.
Parameter Natural2605SA1
Air-forced
2605SA1
Air-forced
10JNHF600
Temperature rise (◦C) 70 77 80
Share of conduction heat transfer (%) 6.87 2.5 6.06
Share of radiation heat transfer (%) 45.65 11.73 11.00
Share of convection heat transfer (%) 47.48 85.77 82.90
The design is implemented in section 5.1.3 with the 10JNHF600 core material using
user defined core dimensions. As can be seen from Fig. 5.2, a more compact inductor
can be designed with the 10JNHF600 core material than with the 2605SA1 core
material. However, the user defined core dimensions are difficult to line up and also
not practical. Moreover, the 10JNHF600 core material is more costly in comparison
with the 2605SA1 core material. Under these considerations, the 2605SA1 core
material is selected for the final design. The designed inductor is manufactured
using the 2605SA1 core material to be used in grid-connected converter under air-
forced cooling condition.
5.2 Experiments
Fig. 5.3 shows the photographs of the manufactured prototype inductor. The toler-
ance of ±10% was considered for the design by the manufacturer. Fig. 5.4(a) shows
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Figure 5.3: Prototype inductor: front-view, side-view, and top-view (from left).
the variation of the voltage and current from the voltage impulse test performed by
the manufacturer. The variation of the inductance due to the change of the applied
current into the inductor is shown in Fig. 5.4(b). The result shows that the inductor
provides the inductance within ±10% of the required value.
The prototype inductor is evaluated by means of laboratory experiments. The in-
ductor is supplied with the current at the fundamental frequency of 50 Hz. The
current through the inductor and the reactance are measured using a power ana-
lyzer. The measured inductance is 379 µH at the rated operating point. Further,
the current is varied from 0 A to 24 A to evaluate the flux linkage of the inductor.
The relation between the current and the flux linkage of the inductor is shown in
Fig. 5.5.
To observe the magnetization curve of the prototype inductor, the auxiliary winding
is rounded up around the core. The supplied peak value of the fundamental current
and the induced auxiliary winding voltage are measured. The calculated peak flux
density (4.4) caused by the fundamental current is 1.13 T at the rated operating
point. In the prototype inductor, the measured peak flux density due to the fun-
damental current is 1.07 T. Fig. 5.6 shows the measured peak flux density of the
prototype inductor for different currents. The peak value of the saturation current
of 40.15 A is required to reach the saturation peak flux density of 1.56 T.
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Figure 5.4: Inductor tests: (a) voltage impulse test of the prototype inductor; (b)
variation of inductance due to change of current.
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Figure 5.5: The flux linkage versus the current of the prototype inductor.
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Frequency responses
The frequency response of the prototype inductor is measured using a frequency
response analyser (FRA) [43]. The FRA is employed to carry out the measurement
for the frequency range from 10 Hz to 100 kHz. A sinusoidal signal of 1.0 V peak-
to-peak is applied for the measurement. Fig. 5.7 shows the measured inductance
of the prototype inductor as well as the constant inductance of 379 µH. As can be
seen, the designed inductor coincides the constant inductance up to 10 kHz. The
measured inductance at 20 kHz is 362 µH.
The measured impedance and the calculated impedance are shown in Fig. 5.8. The
result shows that the measured high-frequency behaviour describes nearly the con-
stant inductor in the whole examined frequency range. Fig. 5.9 shows the variation
of the measured equivalent series resistance Rs and reactance Xs of the prototype
inductor up to 100 kHz. The total ac resistance increases with the frequency due to
the skin and proximity effects in the windings. The measured reactance follows the
reactance of the constant inductance for the whole frequency range.
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6 Conclusions
In this thesis, a design procedure of an inductor used in grid-connected converters
is presented. The compact design of a converter-side inductor of an LCL filter is
implemented using the area product approach. Both the fundamental and switch-
ing frequency effects were considered to calculate the peak flux density. The core
material was selected based on the peak flux density within the saturation and the
core-loss density limits. Since the selection of the core material determines the area
product of the inductor, special attention was given for the selection of the core ma-
terial. Different core materials were analysed and investigated to get the optimum
design.
Moreover, the optimal choice of the core dimensions was considered to reduce the
size of the inductor. The core was selected based on the calculated area product
value of the inductor. Since the losses of the inductor were not considered while
reducing the volume, the heat transfer to the ambient was considered in order to
limit the temperature rise. The winding wire was selected based on the value of the
rms current density. The natural and air-forced cooling conditions were considered
to select the proper size of the winding wire. The gapped core was considered for
the design to increase the linear part of the magnetization curve. The required
inductance was obtained by adjusting the length of the air-gap. In addition, the
fringing flux factor was considered during the design and the effect of the fringing
flux on the inductance was studied. The winding and core losses in the inductor were
calculated based on the Dowell and Steinmetz equation, respectively. The air-gap
loss in the inductor was neglected. The temperature rise due to the losses in the
inductor was calculated to verify the design.
The design method gives an estimate of the size of the inductors used in the grid-
connected converter. The design method was implemented on three different designs
and the results were compared. The results show the effects of the peak flux density
of the material on the size of the inductors. The larger value of the peak flux density
gives reduced area product using the same cooling conditions. Further, the effects of
the cooling conditions on the size of the inductors are discussed. The results show
that the same core material provides lower area product under air-forced cooling
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condition. Again, the reduced area product gives higher temperature rise even with
the same cooling condition.
A prototype inductor was manufactured using the given design methodology. The
prototype inductor was measured and compared with the obtained simulation re-
sults. The comparisons show that the calculated results are in good agreement with
the measurements. The frequency responses show the effects of the frequency on the
impedance of the inductor. The high-frequency behaviour follows the impedance of
the constant inductance in the measured frequency range.
Overall, the objectives of the thesis are achieved. The size of the inductor is de-
creased significantly by selecting higher value of the peak flux density and using
air-forced cooling condition. In addition, the rise in temperature of the designed in-
ductor satisfies the temperature limit. The results show that the design methodology
is feasible.
In future, the design method can be refined and expanded. The further developments
are needed in the fringing flux and in the power loss calculations. The power loss
and temperature rise tests would give a more realistic picture of the accuracy of the
design. The next stage would be the compact design of a grid-side inductor of the
LCL filter.
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Appendix
The MATLAB script of the design algorithm using the 2605SA1 core material under
air-forced cooling condition is given below.
%/////////// Forced Cooling_350 uH AMORPHOUS core ///////////
clc;
close all;
clear all;
%% Constant−value define
mu_o = 4*pi*1e−7; % Permeability of air
mu_r = 5000; % Permeability of amorphous material
rho_w = 17.24e−9; % Electrical resistivity of copper wire
mu_rw = 1; % Winding relative permeability
fsw = 20e3; % Switching frequency
%% Specifications
L = 350e−6; % Inductance
Ipk = 28.12; % Peak current
Ipk_fun = 25.71; % Peak value of fundamental current
Ip_p_ripple = 4.67; % Peak−to−peak ripple current
Irms = 18.3; % Rms current
Ku = 0.4; % Window utilization factor
Jm_assum = 6; % Assumed current density (A/mm^2)
Bpk = 0.80*1.56; % Peak flux density
%% Initial Area product
Wm = (L*Ipk*Ipk)/2; % Energy of inductor
Ap_cal = ((2*Wm)/(Ku*Jm_assum*Bpk))*1000000; % Initail area product ...
(mm^4)
floor (Ap_cal)
%% Winding specification
Aw_assum = Irms/Jm_assum; % Assumed area of copper wire (mm^2)
Aw = 3.142e−6; % Used Copper wire (m^2); din = 2.00 mm; dout = ...
2.112 mm
dout = 2.112; % Nominal outer diameter (mm)
d = dout*1e−3; % Nominal outer diameter (m)
p = d; % Distance between two adjacent winding
Jm_cal = (Irms/Aw)/1000000; % Calculated current density (A/mm^2)
%% Final area product
Ap_cal_final = ((2*Wm)/(Ku*Jm_cal*Bpk))*1000000; % Final area ...
product(mm^4)
floor (Ap_cal_final)
%% The final area product matches with the AMCC0010 core
%% Core specifications
A = 11e−3; % Core width
B = 13e−3; % Window width
C = 40e−3; % Window length
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D = 20e−3; % Core height
lc = 150e−3; % Mean length of magnetic path
mass_core = 0.198 ; % Core mass (kg)
kc_core = 0.82; % Core fill factor
%% Calculation from core dimensions
Ac = A*D; % Core cross−section area (m^2)
Acore = A*D*1e6; % Core cross−section area (mm^2)
Ap_core = A*B*C*D*1e12; % Area product of the core (mm^4)
floor (Ap_core)
Wa = Ap_core/(Ac*1e6); % Window area (mm^2)
vol_core = lc*1e3*Ac*1e6; % Volume of core(mm^3)
floor (vol_core)
Nmax = ((Ku*Wa)/Aw)/1e6; % Maximum fitted winding
%% Number of turns calculation
N_cal = (L*Ipk)/(Bpk*Ac*kc_core)
N_final = 44; % Integer value of turn number
%% Air−gap calculation
u = 1; % Ratio of the effective width of the fringing flux ...
cross−section area to the air−gap length
k = 2; % Ratio of the effective magnetic path length of the ...
fringing flux to the air−gap length
lag = (((mu_o*Ac*N_final^2)/(2*L)) − (lc/(2*mu_r)))*1000 % Length ...
of air−gap without fringing flux (mm)
lg = lag*1e−3; % Iterative calculation between Ff and lag1
Ff = 1+(2*u*lg*(A+D+2*u*lg))/(k*A*D) % Fringing flux factor
lag1 = ...
(((mu_o*Ac*Ff)/(2*L))*(N_final^2−((L*lc)/(mu_o*mu_r*Ac))))*1000 ...
% Length of air−gap with fringing flux (mm)
Lf_requied = ((mu_o*Ac*N_final^2)/((2*lg/Ff)+(lc/mu_r)))*1e6 % ...
Required inductane (uH)
%% Calculation of fundamental and ripple component flux density (1)
Bpk1 = (L*Ipk_fun)/(N_final*Ac*kc_core);
Bpk_ripple = (L*Ip_p_ripple)/(2*N_final*Ac*kc_core);
Bpk_tot = Bpk1 + Bpk_ripple ;
%% Calculation of fundamental and ripple component flux density (2)
Bpk_1 = (Ipk_fun*Bpk)/Ipk; % Fundamental flux density
Bpk_ripple_1 = (Ip_p_ripple*Bpk)/(2*Ipk); % Ripple flux density
Bpk_tot_1 = Bpk_1 + Bpk_ripple_1; % Peak flux density
%% Winding length calculation
Ntl_1 = 15; % Number of turn at first layer
Ntl_2 = 7; % Number of turn at second layer
Bt = 2e−3; % Thickness of bobbin
lt_1 = (2*A*1e3) + (2*D*1e3) + (4*Bt*1e3); % Length of single turn ...
in first layer (mm)
lt_2 = (2*A*1e3) + (2*D*1e3) + (4*Bt*1e3) + (4*dout); % Length of ...
single turn in second layer (mm)
lw = 2*((Ntl_1*lt_1) + (Ntl_2*lt_2)); % Winding length (mm)
floor (lw)
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%% Winding Loss calculation
Rwdc = (rho_w*lw)/(1000*Aw); % Dc resistance (ohm)
Pwdc = Irms^2*Rwdc; % Dc winding loss (Watt)
del_w = sqrt((rho_w)/(pi*mu_o*mu_rw*fsw)); % Skin depth of copper wire
Ao = (0.8343*(d^(1.5)))/((del_w)*p^(0.5)); % Dowell's constant
Nl = 1.5; % Number of layer
Fr1 = ...
(exp(2*Ao)−exp(−(2*Ao))+2*sin(2*Ao))/(exp(2*Ao)+exp(−(2*Ao))−2*cos(2*Ao));
Fr2 = (exp(Ao)−exp(−Ao)−2*sin(Ao))/(exp(Ao)+exp(−Ao)+2*cos(Ao));
FR = Ao*(Fr1+(0.66*(Nl^(2)−1)*Fr2)); % AC−to−DC factor
Rwac = FR*Rwdc; % Ac resistance (ohm)
Pwac = FR*Pwdc; % Total winding loss (Watt)
%% CORE loss calculation
k = 6.5; % Steinmetz's parameter
alpha = 1.51; % Steinmetz's parameter
beta = 1.74; % Steinmetz's parameter
Pcore_sw = k*20^(alpha)*Bpk_ripple^(beta)*7.18; % Core loss density ...
of 20 kHz (mW/cm^3)
% 1 W/kg = 7.18 mW/cm^3
Vc = lc*Ac*1000000; % Core volume (cm^3)
Pc_sw = Pcore_sw*Vc; % Switching frequency core loss (mW)
Pcore_50 = k*0.05^(alpha)*Bpk^(beta)*7.18; % Core loss density of ...
50 Hz ( mW/cm^3 )
Pc_50 = Pcore_50*Vc; % Fundamental core loss (mW)
Pcore_tot = Pc_50+Pc_sw; % Total core loss (mW)
%% Total loss calculation
Ptot = Pwac + Pcore_tot/1000; % Total inductor losses (Watt)
%% Total mass and volume claculation
Volume_winding = (lw/1000)*((pi*(dout*1e−3)^2)/4); % Volume (m^3)
mass_density_cu = 8920; % mass density of copper (kg/m^3)
mass_winding = mass_density_cu*Volume_winding*1000; % Mass of ...
winding (g)
total_mass = mass_core*1000 + mass_winding; % Total mass (g)
volume_tot = (Volume_winding + Vc*1e−6)*1e9 ;
floor(volume_tot)
%% Thermal Modeling
%% Parameters define
v = 6.72; % Velocity of air (m/s)
f_silon = 0.8; % Emissivity of coil surface
f_silon1 = 0.95; % Emissivity of core surface
sigma = 5.67e−8; % Stephan−Boltzman constant
k_air = 0.031; % Thermal conductivity of air
k_core = 10; % Thermal conductivity of core
%% Length define
F = (A+C+A); % Vertical length of core
H = 34e−3; % Height of bobbin
H1 = A+A+D; % Open core length
H3 = F+D; % Total component length
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%% Area define
lcf = 3e−3; % Air space between the coil and the core
Acf = 4*H*(A+2*Bt) + 4*H*(D+2*Bt); % Copper to core surface area
Aca = 4*H*(A+(2*Bt)+(2*d))+ 4*H*(D+(2*Bt)+(2*d)); % Copper to ...
ambient surface area
Afa = 2*pi*A^2 + 4*B*A + 2*pi*A*D + 2*B*D; % Core open surface to ...
ambient
%% Temperature and loss define
Tc = 293+77.5; % Copper Temperature including temp rise
%Temperature rise should be equal to Del_T using Iterative ...
process
Tf = Tc−1; % Core Temperature
Ta = 293; % Ambient temperature
Pc = 2.74; % Core loss
Pcu = 41.67; % Winding loss
%% Calculations
hc1 = (3.33+4.8*v^0.8)/(H^0.288); % Heat transfer coefficient (bobbin)
hc2 = (3.33+4.8*v^0.8)/(H1^0.288); % Heat transfer coefficient ...
(open core)
hc3 = (3.33+4.8*v^0.8)/(H3^0.288); % Heat transfer coefficient ...
(total component)
Rcf = 1/(((k_air*Acf)/lcf) + ...
((f_silon*sigma*Acf*(Tc^4−Tf^4))/(Tc−Tf)));
% Winding to core thermal resistance
Rca = 1/((hc1*Aca)+((f_silon*sigma*Aca*(Tc^4−Ta^4))/(Tc−Ta)));
% Winding to ambient thermal resistance
Rfa = 1/((hc2*Afa)+((f_silon1*sigma*Afa*(Tf^4−Ta^4))/(Tf−Ta)));
% Core to ambient thermal resistance
%% Temperature rise
Del_T = ((Pcu*(Rcf+Rfa)+(Pc*Rfa))*Rca)/(Rcf+Rfa+Rca) % Temperature ...
rise
Rth = Del_T/(Pcu+Pc); % Total thermal resistance
%% Heat transfer rate process
qd = (k_core*Ac*(Tc − Ta))/lc; % Conduction heat transfer rate
qr = 0.85*sigma*(Aca+Afa)*(Tc^4 − Ta^4); % Radiation heat transfer rate
qc = hc3*(Aca+Afa)*(Tc − Ta); % Convection heat transfer rate
q = qd+qr+qc; % Total heat transfer rate
Pt = Pc+Pcu; % Total loss (should be equal or less than heat ...
transfer rate)
q1 = qd/q; % Percent of Conduction heat transfer rate
q2 = qr/q; % Percent of Radiation heat transfer rate
q3 = qc/q; % Percent of Convection heat transfer rate
